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Installation

Installation

1. Chute CANNOT MOVE with the 

    mould tool

2. Chute is mounted with supplied 

    magnets and velcro

4. Chute can be hung from machine 

    chassis (or your own fixing point)

1. Chute can 
move with the 
mould tool

Please fill in A,B,D,E,F & H

Please fill in A,B,D,E,F & H

Contact Details

Contact Details

Instructions 

Ÿ A - 

Ÿ B - Drop to clear obstructions and chassis to exit point of chute

Ÿ C - Not Used

Ÿ D - 

Widest point of ‘Tool Open’ of full platen open

Distance across machine chassis (or your own fixing point)

Ÿ E - Height of chute exit

Ÿ F - Width of chute exit

Ÿ G - Not Used 

Ÿ H - Length of exit chute required (including chassis bed width)

Instructions 

Ÿ A - Distance across 
machine chassis or 
widest point of platens

Name

Company

Telephone

Email

Quote No. (office use only)

Name

Company

IMC (In-Line) Mould Chute
Custom Quote/Order Form

RMC (Right Angle) Mould Chute
Custom Quote/Order Form

Please email to sales@invotecsolutions.co.uk

Please email to sales@invotecsolutions.co.uk

or Fax: +44 1604 422 900 (UK) 0845 838 1520

or Fax: +44 1604 422 900 (UK) 0845 838 1520


